SmartPro 


Enhanced Automatic Antenna Coupler For all HF-SSB Bands and Modes 


Everything our world-proven Smartuner® does so well, the new SmartPro® automatic 

antenna coupler does even better. It’s even more intelligent; even more accurate. 
SmartPro® is designed and built for the HF-SSB professional who needs the ultimate in tuning perfor- 
mance, features, and durability. Take a look inside. At its heart, SmartPro® is an SG-230, with some 
very significant enhancements. What you can easily see are seriously upgraded components — there 
are none better. Yet, what you can’t so easily see is even more interesting: 
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SmartPro ® 


Features: New, highly advanced tuning software. 
¢ More powerful and much faster microprocessor. 
¢ Silent and manual tuning of complete networks via 
RS-232 and desktop/laptop personal computers (PC) 
—exclusive SGC Microtune™ software. * Receiver 
pre-amp with 12 dB gain and remote control on-off. 
¢ Free Smartlock” and control software. * Active, 
tunable, antenna amplifier for RX-only purposes. 
Switchable RF preamplifier boosts signals 12-14 dB 
for increased ability to receive weak signals. No 
other automatic HF coupler has this ability. + 170 
non-volatile memory positions. * Smartlock” Pro 
included. * Built-In-Test-Equipment (B.L TE.) Indicators. 


Key Comparison: 


SmartTuner ® 


For years, SGC’s Smartuner® has been a world - proven 
HF-SSB performer, As the comparison shows, 
SmartPro® is much more of the same: 

Smartuners SmartPro° 

SG-230 SG-230-PRO 
Catalog Number: 

12 dB RF receive amplifier 

Over 500,000 possible settings 

Employs analog to digital sensing 

Manual tuning possible via IBM PC 

Comes standard with SmartLock Pro 
Comes standard with PC cable and software 


SmartPro® continues a basic SGC philosophy: build the 9 ) 


best in HF-SSB, and then make it even better. Smartuner’ $ 8 
or SmartPro.’ Either one is a smart buy. 


The SGC Building 13737 S.E. 26th Street, Bellevue, WA 98005 USA 


Box 3526, Bellevue, WA 98009 USA 


425-746-6310 or 1-800-259-7331 FAX: 425-746-6384 
E-mail: SGCMKTG@aol.com Web site: http://www.sgcworld.com 
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Intelligent Tuning 

SmartPro® is designed for maximum flexibility. RF ™ “pi” network 
with over a half million microprocessor combinations. (Not shown 
are the CPU, Memory, Driver and Sensing circuits). 
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SmartLock Pro? Standard Equipment. 

Provides two external controls for the SG-230-PRO and 
Smartuner®: Locking function prevents retuning despite 
changing antenna loads (e.g., from passing trucks, or from 
driving beneath an overpass); Reset function forces the 
Smartuner® into the retune cycle until the signal is 
transmitted again, or allows receiver/scan operation in a 
broadband antenna mode and turns on or off the RF 
receive pre-amplifier (Smartuner® is bypassed). 

Cat. #54-64 


Manual & Remote Tuning - Tunable Active Antenna Receiver. 

Easy manual tuning of the SmartPro® can be accomplished with any PC or 
laptop computer using Windows. The SmartPro® can be manually adjusted in 
transmit or receive via SGC PowerWare software — you do not need RF, and 
therefore the unit can be used as an active tunable antenna receiver. The 


settings assigned to chan- 
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nels or frequencies are then 
saved in the computer and 
can be recalled at any time 


later. 
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SGC Control 
Software Included 


No Compromise 
Communications 


1-800-259-7331 


SG-230-Pro 
Specifications 


HF Frequency 
Ranges 


Power 
Input Range: 


1.6 to 30MHz 


3 to 200 watts (PEP) 


Input Impedance 


Range: 
VSWR: 


DC Input 
Requirement: 


DC Operating 
Range: 


Input Current: 


Random Set 
Times: 


Recurrent Set 
Times: 


Non-volatile 
Memory 
Addresses: 


Pre-Amplifier: 


Antenna 
Length: 


Installation: 


Operating 
Temperature: 


Environmental: 


Size Overall: 


Weight: 
Case 
Construction: 


Cable: 


Catalog Number: 


45 to 55 ohms 


Typical—tess than 
14:1 


+13.8VDC 
(24 VDC optional) 


10 to 15 VDC 


Average—.9 amps 


Typical—tess than 
2 seconds 


Typical— less than 
10 milliseconds 


170 


12dB from 1.6 
to 30MHz 


8 to 80 feet, 

3.3 to 30 MHz 

25 to 80 feet, 

1.6 to 30 MHz 
Random lengths up to 
300 feet can be used.* 


Any position 


-35° to +70°C 


Waterproof at 
immersion of half 
meter, half hour 
16D x 12 Wx 3H inches 
40.6D x 30.5W x 7.6H 
centimeters 


8 pounds (3.5 kilos) 


Plastic ABS 
weatherproof case 
SGC special cable, 9 
feet coaxial and two 
power wire input 
wires, RMT tune and 
Smartlock wire 


54-16 


*Under certain limitations. 


